
Item/Model Number:        E24599
Swank LED 10-Light Linear Pendant

Lamping | Ampoule: "10 x LED 6W (Included)"

                           Please consult a qualified electrician prior to install
Veuillez consulter un électricien qualifié pour suspendre le luminaire et le câblage.
                       Made in China | Fabrique en Chine | Hecho en China
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English
PARTS

Before getting,started,ensure the package

contains the following components:

Antes de comenzar, asegurese de que el paquete

contenga los siguientes componentes:

Avant de commencer, assurez-vous qu le

paquet contient les composants suivants:
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 #8-32*L25  SCREW

M5*L35  SCREW

 M4*L12  SCREW

HLU60024TDG

 LED  CC DRIVER

120V | 35-40V 600mA

HLU90036TDG

  LED CC DRIVER

120V | 33-40V 900mA

or see diagram

or see diagram

L4 1/2〞*W2 3/10〞*H1 2/5〞

L4 1/2〞*W2 1/5〞*H1 3/10 〞
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2022 ET2 CONTEMPORARY LIGHTING
C

WIRING DIAGRAM

DIMMER COMPATIBILITY

MUST be installed by an experienced professional

CRITICAL KNOWLEDGE of electronic lighting systems required

ITEM/MODEL:E24599

IMPROPER WIRING and/or INCORRECT DIMMER use can causeCATASTROPHIC DAMAGE!

THIS FIXTURE MUST BE INSTALLED with a COMPATIBLE DIMMER SWITCH

DO NOT CUT FACTORY-MADE CONNECTIONS.

LED  DRIVER DIAGRAM

VERIFIED LIST OF TESTED DRIVERS
GENERAL COMPATIBILITY

IMPORTANT!

If the control is not paired properly to LED

fixtures, irreparable damage may occur.

If the dimmer you are using is not listed here,

consult a lighting professional or view our

Dimming Compatibility Chart online:

SCHEMATIC

FOR GENERAL

REFERENCE ONLY
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Waiberlon

0623

Dimmable LED Driver by Leading or Trailing Edge Dimmers

Model:HLU60024TDG

PRI.:120V～60HZ 0.23A(Max)

SEC.:35-40V
600mA

CONFORMS TO UL STD 8750

CERTIFIED TO CSA STD.C22.2 NO.250.13

This device complies with Part 15 or the FCC Rules

Operation is subject to the following two conditions

(1) this device may not cause harmful interference，and

(2) this device must accept any interference received

including interference that may cause undesired operation.

CAUTION:

Risque de choc electrique

Peut etre utilise en milieu

humide

Risk of Electric Shock

Used in Damp location
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Lutron DVCL-153P

Lutron SCL-153P

Leviton IPLO6

Leviton 6674

Deako Simple Dimmer

Due to inrush current, wattage should not

exceeed 150W on a 600W dimmer

TRIAC / FORWARD PHASE

 ELV/ REVERSE PHASE

www.et2online.com/led-dimmer

ONLY at 120VAC

 MUST be installed by an experienced professional

 CRITICAL KNOWLEDGE of electronic lighting systems required

R Waiberlon

0523

Dimmable LED Driver by Leading or Trailing Edge Dimmers

Model:HLU90036TDG

PRI.:120V～60HZ 0.34A(Max)

SEC.:33-40V

900mA

CONFORMS TO UL STD 8750

CERTIFIED TO CSA STD.C22.2 NO.250.13

This device complies with Part 15 or the FCC Rules

Operation is subject to the following two conditions

(1) this device may not cause harmful interference，and

(2) this device must accept any interference received

including interference that may cause undesired operation.

CAUTION:

Risque de choc electrique

Peut etre utilise en milieu

humide

Risk of Electric Shock

Used in Damp location
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FACTORY CONNECTIONS

(+) INNER CONUCTOR | OUTER MESH (-)

FACTORY CONNECTIONS

(+) INNER CONUCTOR | OUTER MESH (-)

      DRIVER NUMBER

          DIMENSIONS

          HLU60024TDG

      DRIVER NUMBER

          DIMENSIONS

          HLU90036TDG
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