
Item/Model Number:      E25073
Global 3-Light LED Pendant

3 x LED 1.8W ( Included )
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PVD10-C090V12-UNV3-HE-P
LED CV DRIVER

120-277V/12V

L3.46 " * W1.45" * H1.14"
or see diagram

DIM 0-10V



A

F

B

B

C

D

7" 6"

2.75" 2.25"
I

H G
3.

1. 2.

4 of (5)

For 0-10V dimming.
Driver is located here.
See wiring diagram for
more details.

E (LED Driver)

Ground Wire
(Green Wire)

Positive(L)

Neutral(N)
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E25073
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EPT
Dual Function Dimmable LED Driver

Input Voltage: 120-277VAC
Input Current: 0.11Amax@120VAC
Output Voltage: 12V
Output Current: 00mAmax
PF: >0.9
Dimmer Type: 0-10v/Triac
Output Type: CV

BLK(L)

Input

WHT(N)

Vio(+)

Dim 0-10V

PK(-)

BLK(-)

Output

RED(+)

   Electronic Power
Technology Co.,Ltd.

www.eptsh.com

Made In China

Note:
Ground enclosure in installation.Risk of Fire or
Electric Shock. Triac dimmable under 120V. For dry or
damp locations. For Connections Use Wire Rated for

Class P F
RoHs

LISTED
E350385

U LR

at Least 90°C (194°F).

Dim 


